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Global Leader In Engineered Hydraulics

Portable and Self Contained MSHA Approved
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& FEATURES:

Supplying Auxiliary Hydraulic Pressure and On-Board Automatic/Manual
Flow Wherever It’s Needed. Fire Suppression.
Enclosed, Vented 58 HP Diesel Engine Over Temperature and Low Engine
with Lofa Box and Fuel Level Gauge. Oil Shutdown.
Hydraulic Supply - 15-30 GPM @ 2,500 PSI Protective Rubber Encased Electrical Wiring.
Hydraulic Pressure and Return Filtration. Stainless Steel Wire Braided Fuel Lines.
On-Board Mounted 4-3 way 12 VDC/250 AMP Breaker Box.
Hydraulic Valve. 120 AMP 12 VDC alternator (Optional).
90 Gallon Hydraulic Reservoir. Vented Battery Box with Absorbed Glass
19 Gallon Fuel Tank. Mat Type Deep Cycle Starting Battery.
Direct Flywheel Driven Hydraulic Pump. Catalytic Converter.
Robust Skid for Skidding or Hanging Spring Loaded Fuel Filler Cap with Strainer.
from Monorail. Protective Canopy w/ Hose Management
Manual On/Off 12 VDC Battery End of Unit Hydraulic Quick Disconnects

Disconnect Switch.
Fuel Shut-Off Valve.

Compact Width of 36”
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